
Warranty

3-year Warranty

Read

Write

Power Consumption

Operating Temperature

Non-Operating Temperature

SEQ: Up to 550MB/s

SEQ: Up to 500MB/s

Read: 2.220W

Write: 2.295W

Idle: 0.160W

0~70˚C

-40~85˚C 

120 GB

100mm x 70mm x 7mm

SATA 6.0 Gb/s, backwards 

compatible with SATA 3.0 

Gb/s and SATA 1.5 Gb/s

2.5”

Toshiba 15nM TLC

256 DDR3 High-speed Cache

40g

Capacity

Dimensions (LxWxH)

Interface

Form Factor

NAND Flash Memory

DRAM Cache Memory

Weight
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ZOTAC T500 Series SSD brings nimble data 

access into your system. Improved responsive-

ness and faster load times means less waiting 

and more doing. All solid state flash memory 

storage means no moving parts for longer life, 

silent performance, increased durability, cooler 

temperatures, and noticeable performance. 

Take speed to the next level with ZOTAC T500 

Series SSD.

SKU:ZTSSD-A5P-120G EAN: “4895173608902” UPC: “816264016325”
ZOTAC T500 120GB SSD

SSD Features

End to End Data Protection

SmartRefresh

SmartECC

MTBF 2,000,000 hrs

Static and Dynamic Wear Leveling

Bad Block Management

TRIM

S.M.A.R.T


