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FEATURES
• Zero noise passive cooling
• Dual Display

• 802.11ac WiFi & Bluetooth 4.0 technology

SPECIFICATIONS
• Intel HD Graphics
• Intel Atom X5-Z8500 
  (quad-core, 1.44 GHz, up to 2.24 GHz)
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MEMORY

• 32GB eMMC onboard storage

DISPLAY OUTPUTS
• HDMI 1.4a (3840x2160 @ 30 Hz)
• DisplayPort (2560x1600 @ 60Hz)

AUDIO OUTPUTS
• Loss-less Bitstream (LPCM / bitstream via HDMI)

LEFT PORTS
• 2-in-1 card reader (Micro SDHC/SDXC)

RIGHT PORTS
• 1 x USB 3.0 Type-C
• DisplayPort

• Power connector

SOFTWARE

 

COMPATIBILITY

MINI PC DIMENSIONS
• Length: 115mm (4.53in)
• Width: 76mm (2.99in)
• Height: 20.7mm (0.81in)

BOX DIMENSIONS
• Length: 178mm (7in)
• Width: 175mm (6.89in)
• Height: 53mm (2.09in)

INSIDE THE BOX
• ZOTAC ZBOX PI332 with Windows 10 Home
• Universal power adapter
• Mounting bracket (w/2 screws)

ZOTAC ZBOX pico doubles the viewing capacity with more
power in one of the smallest form factors. Prepare for
durable performance in a package small enough to slide
into your pocket, making it nimble for easy placement.

Designed for silent performance, we’ve equipped an ever
more powerful fanless cooling solution while maintaining
no moving parts. With HDMI and DisplayPort outputs,
greater display options are available, or use both to double 
your desktop size. 

SKU: ZBOX-PI332-W2B/W3B/W4B PI332

www.zotac.com

• Microso� DirectX 11 compatible

• Microso� Windows 10 Home (64-bit) pre-installed
   

• 4GB LPDDR3 onboard memory 

• HDMI

FRONT PORTS
• Power button

REAR PORTS

• 2 x USB 3.0

• Analog Stereo In / Out

• Analog Stereo In / Out
• 10/100/1000 Ethernet (RJ45)

• Intel Virtualization technology (VT-x)

• OS Recovery DVD

• Quick Start Guide
• User Manual

SUPPORTED LANGUAGES
• W2B - English, Traditional Chinese, 
                Simplified Chinese, Japanese,
                Brazilian Portuguese, Spanish
• W3B - English, German,  French, Spanish
                Portuguese, Italian
• W4B - Korean


